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Total Start Max. Max. Open Case Dimensions (Inches)
Catalog Lamp Temp Line Input Circuit Wiring Case Overall Mounting Weight
Number Footage (°F) Cur. Watts Volt. Diagram Length Length Length Height Width (lbs.)

PLASTIC SIGN FLUORESCENT BALLASTS - HIGH OUTPUT 800mA RS LAMPS - 120 Volts - 60 Hz
SINGLE LAMP BALLAST

256-148-800* 2´ min. - 5´4˝ max. -20 0.55 65 400 1 1037/64 1145/64 119/64 13/4 33/16 8

TWO LAMP BALLASTS

256-248-800 3´ min. - 8´ max. -20 0.90 105 400 1, 2 1037/64 1145/64 119/64 13/4 33/16 8
256-272-800 4´ min. - 12´ max. -20 1.35 160 500 1, 2 1037/64 1145/64 119/64 13/4 33/16 8
256-296-800 12´ min. - 16´ max. -20 1.80 210 500 1, 2 1037/64 1145/64 119/64 243/64 33/16 11

THREE LAMP BALLASTS

256-348-800 4´ min. - 12´ max. -20 1.35 160 500 1, 3, 8 1037/64 1145/64 119/64 13/4 33/16 8
256-372-800 12´ min. - 18´ max. -20 2.00 240 590 3, 8 1037/64 1145/64 119/64 243/64 33/16 12
256-396-800 10´ min. - 24´ max. -20 2.70 325 720 1, 3, 8 133/16 145/16 133/4 243/64 33/16 14
256-3120-800 16´ min. - 30´ max. -20 3.50 395 885 3, 8 159/16 1611/16 161/8 243/64 33/16 16

FOUR LAMP BALLASTS

256-448-800 8´ min. - 16´ max. -20 1.90 220 590 1, 4, 6, 9 1037/64 1145/64 119/64 243/64 33/16 12
256-464-800 10´ min. - 22´ max. -20 2.40 285 680 1, 4, 6, 9 133/16 145/16 133/4 243/64 33/16 14
256-472-800 10´ min. - 24´ max. -20 2.70 325 720 1, 4, 6, 9 133/16 145/16 133/4 243/64 33/16 14
256-484-800 16´ min. - 28´ max. -20 3.50 420 950 4, 6, 9 159/16 1611/16 161/8 243/64 33/16 16
256-496-800 16´ min. - 32´ max. -20 3.50 420 950 4, 6, 9 159/16 1611/16 161/8 243/64 33/16 16
256-4120-800 20´ min. - 40´ max. -20 4.40 520 720 4, 6, 9 159/16 1611/16 161/8 243/64 33/16 18

SIX LAMP BALLASTS

256-648-800 10´ min. - 26´ max. -20 3.00 340 825 5, 7, 10 159/16 1611/16 161/8 243/64 33/16 16
256-672-800 20´ min. - 36´ max. -20 4.00 480 720 5, 7, 10 159/16 1611/16 161/8 243/64 33/16 18
256-696-800 20´ min. - 48´ max. -20 5.00 600 720 5, 7, 10 159/16 1611/16 161/8 243/64 33/16 18

PLASTIC SIGN FLUORESCENT BALLASTS - HIGH OUTPUT 800mA RS LAMPS - 277 Volts - 60 Hz
FOUR LAMP BALLASTS

256-1588-800 20´ min. - 32´ max. -20 1.70 440 900 4, 6, 9 159/16 1611/16 161/8 243/64 33/16 16

PLASTIC SIGN FLUORESCENT BALLASTS - HIGH OUTPUT 800mA RS LAMPS - 347 Volts - 60 Hz
FOUR LAMP BALLASTS

256-4472-600 10´ min. - 24´ max. -20 0.85 316 800 6, 9, 16 151/2 163/4 161/4 23/4 33/16 16
256-4496-600 16´ min. - 32´ max. -20 1.00 356 980 6, 9, 16 151/2 163/4 161/4 23/4 33/16 16

HIGH OUTPUT BALLASTS
� Provide ultra-reliable,

low temperature starting
(as low as –20°F)

� Support 1 to 6 lamps
� Ideal for rugged outdoor

sign cabinet applications
� UL Class P thermally

protected, Type 2
Outdoor, HL

*0°F min. start temperature for 5´ and 5´4˝ lamps.
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WIRING DIAGRAMS
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Diagram Notes:
Note 1: When operating a two-lamp ballast on one lamp insulate each yellow lead.
Note 2: When operating a three-lamp ballast on one lamp insulate each yellow and blue/white lead.
Note 3: When operating a four-lamp ballast on one lamp insulate each yellow and blue/white, and brown lead.
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