
2 LEDD120-277V/24V-100W 
LED DRIVER

DRIVER SPECIFICATIONS CASE DIMENSIONS

WIRE LEAD INFO WIRING DIAGRAM

805 N Carnation
Aurora, MO 65605 

Made in China

LEDD120-277V
                24V-100W

LED DRIVER  
DIMMABLE

38649B

INPUT

CONTROL

OUTPUT
Lead
Color

Lengths
in mm

Red (+) 5.90 150

Blue (-) 5.90 150

Lead
Color

Lengths
in mm

Black (-) 5.90 150

White (+) 5.90 150

Lead
Color

Lengths
in mm

Purple (+) 9.80 250

Gray (-) 9.80 250

Technology: Electronic Constant Voltage
Max Wattage:  100

Input (Volts AC): 120-277

      Max Current: 0.41 - 4.16A

Output (Volts DC): 24

Input Frequency (Hz): 50 or 60

Indoor/Outdoor: Outdoor Rated (Enclosed) 
Temp Rating: -40°F to 122°F (-40°C to 50°C)

Height:
1.70 inches - 44 millimeters
9.50 inches - 242 millimeters
8.50 inches - 216 millimeters
 

5
YEAR

LIMITED WARRANTY 

1.14 inches - 29 millimeters
Width:

Length:
Mounting Length:

Remote Installation Max:  18 feet - 5.48 meters

5 years if Tc ≤ 75°C
3 years if 75°C ≤ Tc ≤ 90°C


